
Or t l inghaus – Plat es.
Clut ches. Brakes. Syst em s.

� Rotary inlets
for pressurised oil, compressed air and other media 



Ortl inghaus has been manufacturing single and
mult i-channel rotary in lets for several decades
and these are frequently supplied as accessories
for air and oi l  actuated and also for oi l  cooled
clutches. These tried and tested machine
components for the feeding of air, pressurised oi l
and cooling oi l  into rotat ing shafts are standard
products and are not only for use in conjunction
with clutches. In addit ion to th is Ort l inghaus
also develops and manufacturers rotary in lets to
cu st om er s ow n  r eq u i r em en t s which cannot
be met from standard products l isted in the
catalogue.

It  is thus possible for example to manufacture
rotary in lets with up to eight channels with the
channels being able to carry different media
(air /  oi l ; air /  water). Ort l inghaus special rotary
in lets are not specific to a part icular sealing
system but the best sealing components wil l  be
chosen to suit  the applicat ion requirements.

� Rotary inlets



1 Ser i es 0086-006
An inexpensive single channel rotary in let for
the feeding of compressed air, preferably sl ight ly
oi led, to rotat ing machine components. It  is
widely used for instance in the actuation of press
clutches; fi t ted on the end of the shaft, i t  al lows
the direct connection of a press safety valve.

2 Ser i es 0086-010
This tried and tested single channel rotary in let
is used to feed oi l  or pressurised oi l  to rotat ing
machine components e.g. for the actuation of
clutches and clamping devices. A high grade
axial plain seal al lows leak-free operat ion up to a
temperature of 120° C.
The rotor and the housing are fi t ted with central
threaded fi t t ings; the oi l  feeds can be fi t ted
externally or recessed.

3/ 4 Ser i es 0088-226/ -326
A  pressurised oi l  rotary in let, two or three
channels, with a flange on the rotor for face
mounting onto rotat ing machine components.
The gap sealing system used has a tendency to
leak. Along with the pressurised oi l  connections
there are connecting threads on the housing for
oi l  leakage and measurement connections.
These oi l  in lets permit the feed of larger
quantit ies of oi l  or pressurised oi l  at
temperatures of up to around 100° C.

5 Ser i es 0088
Rotary in lets for l iquid and gases to customers
specific requirements which cannot be met by
the standard products l isted in the catalogue. 

Ser i es

0086-006

0086-010

0088-226/-326

0088

M ed i u m

Air

Oil

Oil

Oil , water,
air

Pr essu r e
bar

up to 15

up to 70

up to 70 (100)*

as required

Sp eed
min–1

up to 3150**

up to 1500**

up to 2500**

as required

Tem p er at u r e
°C

up to 70

up to 120

up to 100

depends on 
design

Con n ect i on s

G 1/ 4 to G 2
M 16x1,5 - M  65x1,5

G 3/ 8 to G 1

Flange � 81 to 150
Housing G 1/ 2 to G 1

as required

* Series 0088-326, Size 35         ** Depending on pressure range and design

No.

1

2

3/ 4

5

Rot ary in let s
Rot ar y i n l et s f or ai r

Face mounted 
Rot ar y i n l et s f or p r essu r i sed oi l

Face mounted 
Sp eci al r ot ar y i n l et f or

ai r , oi l an d w at er

0086-006 0088-226
Ser ies Ser ies

0088-326

Ser ies

3

Two channel

4

Three channel

5

One or more
channels

0086-010
Ser ies

0088

Ser ies

5

1

Single channel

2

Single channel

Rotor:
Central tapping

Housing: Central
tapping, side tapping

Rotor:
Central tapping

Housing:
Central tapping

Rotor:
Central flange

Housing:
Side tapping

Rotor: Central
tapping or flange

Housing: Central or side
tapping


